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Abstract

Advanced manufacturing processes such as near-net-shape forming can reduce

production costs and increase the reliability of launch vehicle and airframe structural
components through the reduction of material scrap and part count and the minimization of

joints. The current research is an investigation of the processing-microstructure-property
relationships for shear formed cylinders of the A1-Cu-Li-Mg-Ag alloy 2195 for space

applications and the A1-Cu-Mg-Ag alloy C415 for airframe applications. Cylinders which

had undergone various amounts of shear-forming strain were studied to correlate the grain
structure, texture, and mechanical properties developed during and after shear forming.

1. Introduction

Near-net-shape manufacturing technologies represent attractive alternatives to traditional

machining methods for airframe and space structures [1]. The advantages of near-net-shape

manufacturing include a reduction in material scrap (i.e., machining chips) and the elimination of thick-
plate microstructures which can result in improved mechanical properties. Shear forming (also referred to

as roll forming, flow turning, flow forming, or power spinning) is a near-net-shape manufacturing
technique originally developed for steel in which seamless cylindrical structures are produced by reducing

the wall thickness and extending the length of ring-shaped preforms, while holding the nominal diameter

constant [2]. Diagrams of the two types of shear forming used in the current study, herein referred to as
the counter-roller method and the mandrel method, are shown in Figure 1 [3]. In counter-roller shear

forming, an opposing pair of rollers deforms the material on both the inner and outer surfaces. In mandrel

shear forming, one roller deforms the outer surface while the inner surface is supported by a mandrel.

Potential aerospace applications for shear formed aluminum cylinders include launch vehicle
cryotanks and airframe fuselage structures. Although shear forming is now commonly applied to alloys

of steel, titanium, and nickel, the technology for shear forming aluminum alloys has only recently been
developed. NASA Langley Research Center (LaRC) has been working closely with Ladish Co., Inc. of

Cudahy, Wisconsin over the past several years to produce and characterize shear formed aluminum alloy

cylinders for aerospace applications. This paper describes the application of shear forming to two
aluminum alloys, one for space applications (alloy 2195) and the other for airframe applications (alloy

C415). The mechanical properties of shear formed 2195 are compared with plate properties from the

Space Shuttle Super Lightweight Tank (SLWT) program [4,5]. Shear formed C415 mechanical
properties are compared with C415 sheet properties.

2. Materials and Cylinder Manufacture

2.1. 2195 Shear Formed Cylinders

Table 1 shows the shear formed cylinder and SLWT 2195 compositions, along with the registered

2195 composition range. It can be seen from Table 1 that the 2195 composition used in the shear forming
investigation is slightly different from the 2195 SLWT plate composition. This is in part due to the fact

that the ingot of 2195 used for the shear forming study was produced prior to the selection of the 2195
composition for the SLWT program. However, both 2195 compositions fall within the allowable

composition range [6].



Table 1. 2195 Alloy Compositions. (Weight %)

2195 Product Form Cu Li Mg Ag Zr

Shear Formed Cylinder 3.90 1.00 0.34 0.30 0.14

SLWT Plate 4.00 1.00 0.40 0.40 0.12

[4]
2195 Composition Range 3.70-4.30 0.80-1.20 0.25-0.80 0.25-0.60 0.08-0.16

[6]

A1

Bal.

Bal.

Bal.

The SLWT is integrally machined from 2195 thick plate. During this process, 80-90% of the

material is lost as machining chips. A1-Li alloys such as 2195 are more expensive than conventional

aluminum alloys. A near-net-shape manufacturing process would utilize the material more efficiently

than the current integral machining approach since scrap would be minimized.

To produce a 2195 cylinder, an ingot of 2195 was converted to a billet from which a cylinder was

back extruded and ring rolled to produce a hollow, cylindrical preform with a diameter of 168 inches (14

feet). The preform was progressively shear formed into a single cylinder with a stepped thickness profile

of 0.375 inches, 0.25 inches, and 0.15 inches (the cylinder wall thickness after one, two, or three shear-

forming passes, respectively). The cylinder was then parted into three segments which are hereafter

referred to as cylinders D, A, and C, respectively. A summary of the cylinder thicknesses and shear-

forming strains is presented in Table 2. The shear-forming strain is based upon the thinning of the

cylinder wall and is calculated in a manner similar to that for strain in superplastically formed cone

specimens [7-9]. The true strain for each shear-formed cylinder is then given by:

e=ln(t0/tf)

where to and tf are the initial and final wall thicknesses, respectively. After shear forming, the cylinders

were solution heat treated by Ladish Co., Inc. and shipped to LaRC, where they were stored for several

months at room temperature prior to thermomechanical processing and analysis. The as-received

condition for the 2195 cylinders is thus the T4 temper, defined as solution heat treatment followed by cold

work and natural aging [10].

Table 2. Summary of Alloy 2195 Cylinder Thicknesses and Shear-Forming Strains.

Total True Shear-Forming Initial Thickness Final Thickness
Strain E=ln(t0/tf) to (in.) tf (in.) Cylinder

0.69 0.75 0.38 D

1.10 0.38 0.25 A

1.61 0.25 0.15 C

2.2. C415 Shear Formed Cylinders

The shear formed cylinders of alloy C415 were manufactured using the mandrel method starting

with a 100-pound ingot. The composition of the alloy is shown in Table 3 [11]. The shear formed

cylinders were produced from one back-extruded cylinder that was sectioned to yield six cylindrical

preforms. The preforms were then machined on the inner surface to fit the mandrel. Note that the C415

cylinders were not ring rolled prior to being shear formed, in contrast to the 2195 cylinders described



previously.Thepreformswereshearformedindependentlyto wall thicknessesrangingfrom0.25inches
(cylinder1)to 0.07inches(cylinder6),allwith innerdiametersof approximately10.5inches.

Table4summarizescylinderthethicknessesandtrueshear-formingstrains.Thecylindersare
listedin orderof increasingappliedstrain.Theshear-formingstrainsshowninTable4werecalculated
fromtheinitial (0.5inches)andfinalcylinderthicknessesonly,sincetheintermediatecylinder
thicknesseswerenotassessedduringprocessing.Cylinder2failedduringitsfirst shear-formingpass.
Table5showstheapproximateprocessingscheduleasindicatedbytheroll gapsettingsdo,dl,etc.,for
themulti-passshearformingoftheC415preforms.

Table3. C415AlloyComposition.

Cu Mg Ag Zr Mn Fe Si A1

5.00 0.80 0.50 0.13 0.60 0.06 0.04 Bah

Table4. SummaryofAlloyC415CylinderThicknessesandShear-FormingStrains.

(t0=0.5inches)

TotalTrueShearForming WallThickness,
Straine=ln(t0/t0 tf (inches) Cylinder

0.71 0.24 1
0.71 0.24 5

- 2
1.37 0.13 4
1.66 0.10 3
1.88 0.08 6

Table5. ApproximateShearFormingScheduleforAlloyC415Preforms,
BasedonRollGapSettings.

Cylinder do (in.) dl (in.) d2 (in.) d3 (in.) d4 (in.)
(Preforms)

1 0.50 0.38 0.25

5 0.50 0.38 0.25

2 0.50 -

4 0.50 0.30 0.10

3 0.50 0.35 0.20 0.10

6 0.50 0.38 0.24 0.12 0.07

The C415 shear formed cylinders were delivered to LaRC in the T3 temper, which consisted of

solution heat treatment (50 minutes at 970 °F), water quench, and 3% stretch by Ladish. The stretch was

accomplished through repetitive cold expansion of the cylinder diameter using a four-segment stretcher

tool applied to the inner surface as shown in Figure 2. The tool was applied, released, rotated slightly,

and reapplied to accomplish the required amount of stretch while maintaining a quasi-circular cross-

section. After receipt by LaRC, the cylinders were stored at room temperature for approximately one year

before further processing and testing were initiated.



3. Experimental Procedures

3.1. Thermomechanical Processing

3.1.1. 2195 Shear formed cylinders. The 2195 cylinders were sectioned into rectangular blanks

which were approximately 3 inches wide (along the circumferential direction), spanning the entire axial

length of each cylinder segment (~4-7 inches). To achieve a T8 temper, the blanks were solutionized for

30 minutes at 950°F, water quenched, axially stretched 3%, and aged for 36 hours at 290°F [12]. The

samples were stored at -13°F between processing steps to prevent natural aging, which was shown by the
authors to occur rapidly after solution heat treatment as indicated by hardness measurements. (The

Rockwell B hardness increased from approximately 20 after solution heat treatment and water quenching
to over 50 after 5 hours of natural aging for all three cylinder segments.)

3.1.2. C415 shear formed cylinders. Due to the curvature of the 10.5-inch-diameter C415

cylinders, flattening was required to facilitate thermomechanical processing and the machining of

mechanical test specimens. Segments of the C415 cylinders were flattened using a 120 kip press and/or a

rolling mill, with the rolling direction parallel to the circumferential direction of the cylinder. Due to the
residual stresses in the T3 cylinders, it was not possible to completely flatten the material, though useful

specimens were still obtained in most cases.

Since the solution heat treated and stretched C415 cylinders had been stored at room temperature
for approximately one year, achievement of typical T8 mechanical properties by direct aging was

uncertain. To investigate the effect of the extended room-temperature storage of the cylinders on

subsequent mechanical properties, two procedures were applied to the shear formed cylinders after
flattening. These were based on the standard T8 temper developed for C415 sheet products, which

includes solutionizing, stretching, and aging for 24 hours at 325°F [13]. The first procedure involved

aging the T3 cylinders for 24 hours at 325°F to produce a "direct-aged" T8 temper (representing the

insertion of a more than year-long natural aging interval into the standard T8 treatment). The second

procedure involved re-solutionizing, stretching ~3% circumferentially, and aging for 24 hours at 325°F
(i.e., per the standard T8 treatment for sheet products) to produce a "reprocessed" T8 temper.

3.2. Optical Metallography

Metallographic sections were prepared by standard polishing techniques, followed by anodizing
in Barker's Reagent for 10-15 seconds using 15 volts DC. The samples were then viewed with cross-

polarized light and photographed. The coordinate system adopted for reporting microstructural and
mechanical property data for the cylinders is shown in Figure 3.

3.2.1. 2195 shear formed cylinders. The microstructure of cylinders D, A, and C in the T4
condition was examined on three orthogonal planes, referenced to the axial (A), radial (R) and

circumferential (C) axes (the AR, RC, and AC planes), at depths of t/8, t/2, and 7t/8 below the outer

cylinder surface as shown in Figure 2. In addition, cross-sectional AR planes were examined through the
entire thickness from the outer surface to the inner surfaces of each cylinder. Full-thickness AR sections

were also examined following solution heat treatment and T8 tempering.

3.2.2. C415 shear formed cylinders. In order to keep the size of the test matrix for the

metallographic and texture studies manageable, only cylinders 1 and 6 were studied in detail since they
bracketed the extreme values of shear-forming strain. In order to determine the uniformity of the

microstructure after stretching, metallographic sections were taken from two locations relative to the

marks left by the stretching tool during the final iteration of the stretching procedure. As shown in Figure



2,a locationdirectlybeneathonestretchermarkwasdenoted0°, whilethatroughlyhalfwaybetweentwo
stretchermarkswasdenoted45°. Thethreemutuallyorthogonalplaneswereexaminedatdepthsof t/8,
t/2,and7t/8belowtheoutersurfaceof thecylinder,aswerefull-thicknessviewsof theARplanes.For
cylinders3 and4,whichrepresentedintermediateshear-formingstrainlevels,onlyfull-thicknessviewsof
theARplaneswereexamined.

3.3. Texture Analysis

Data was collected using an automated x-ray goniometer, and Orientation Distribution Function

(ODF) plots were generated from pole figures using Philips PC-Texture software. An initial investigation
designated the circumferential direction as the reference axis for the texture analysis. (The "rolling

direction" is normally chosen as the reference axis for rolled products such as plate and sheet. In shear

forming, the rolling direction is parallel to the circumferential axis.) However, the texture results using
this orientation did not correlate with traditional texture features for FCC materials [14]. When the axial
direction was chosen as the reference axis instead, identifiable texture trends were observed. Therefore,

this orientation was adopted for all texture specimens.

3.3.1. 2195 shear formed cylinders. Texture samples were ground to a 600-grit finish and
etched for 15 seconds in a NaOH solution (30 grams of NaOH in 270 milliliters of distilled water) at

150°F and desmutted in nitric acid. Data was obtained from AC planes of cylinders D, A, and C in the T4
condition at depths of t/8, t/2, and 7t/8 below the outer surface. The cylinders were re-evaluated after

solution heat treatment at t/2 only. After processing to the T8 temper, data was obtained only for cylinder

C at all three depths.

3.3.2. C415 shear formed cylinders. The texture of the C415 cylinders was evaluated in the T3

condition before and after flattening to determine whether the flattening procedures significantly altered
the texture. Samples from cylinders 1 and 6 were prepared by grinding to a 600-grit finish, etching in

Keller's etch, and desmutting in nitric acid. Data was obtained from the AC planes of cylinders 1 and 6,

each at the 0° and 45 ° positions and at depths of t/8, t/2, and 7t/8. After flattening, the texture of cylinders

1 and 6 was re-evaluated for all three depths at the 0 ° location.

3.4. Mechanical Property Testing

Tensile properties were evaluated for both the 2195 and C415 shear formed cylinders, while
fracture toughness was evaluated only for the C415 cylinders. Due to the small size of the tensile blanks,

non-standard, subsize tensile specimens were machined after processing the blanks to the T8 temper. The

tensile specimens had a gage length of 0.75 inches and were oriented parallel to either the axial or the
circumferential direction of the cylinders.

Room-temperature tensile tests were conducted using a servohydraulic test machine in
accordance with ASTM Standard E8 [15]. The crosshead displacement rate was 0.01 inches per minute

and was increased to 0.05 inches per minute after 2% strain. Strain was measured using two back-to-back

extensometers and fiducial mark analysis. The extensometers had 0.3-inch gage lengths and were
mounted on the sides of the specimens; they were calibrated for 15% extension (0.045 inches

displacement) at full scale. Fiducial marks were applied to the specimens, spaced 0.5 inches apart. The

distance between the marks was measured after fracture by reassembling the specimens. Elongation
determined using fiducial marks was calculated for selected specimens so as to preserve the maximum

number of fracture surfaces for future analysis. Back-to-back strain gages were also applied to selected
specimens for validation of the elastic portion of the extensometer data. The elastic modulus determined

from the extensometers and strain gages agreed within 2%, so use of the strain gages was discontinued for

the remaining tests.



3.4.1. 2195 shear formed cylinders. The tensile specimens from cylinders D, A, and C were 0.1
inches thick and machined from the midthickness of the T8 blanks. Two axial and two circumferential

specimens were tested from each cylinder. In addition to the back-to-back extensometers, back-to-back
strain gages were applied to the axial specimens. The elastic modulus was computed from the stress-

strain data over the approximate range of 0.1% and 0.3% nominal strain.
Due to problems with the extensometers on the circumferential specimens, valid modulus and

yield strength data were obtained for only one of the circumferential specimens per cylinder. All other

reported data is averaged over duplicate specimens.
The 2195 tensile specimens often fractured outside the extensometer gage length; therefore,

ductility based on the extensometer data is not presented. However, elongations determined using the

fiducial marks from one specimen per condition are included.

3.4.2. C415 shear formed cylinders. Since the C415-T3 cylinders could not be completely

flattened, the subsequent T8 blanks exhibited residual waviness. This fact combined with the desire to
sample as much of the through-thickness microstructure as possible led to different approaches for the

selection of specimen thicknesses for cylinders 1 and 6.
Blanks from cylinder 1 were sufficiently flat and thick enough to allow the removal of

approximately 0.02 inches from each side of the blank, resulting in 0.2-inch-thick test specimens with

parallel faces. However, the waviness of the blanks from cylinder 6 coupled with its non-uniform
microstructure made it necessary to machine full-thickness specimens from it. Machining the blanks to

produce samples with parallel faces would not necessarily have represented the true microstructure since

it varied markedly through the thickness for that cylinder.
Axial and circumferential tensile specimens were machined from cylinders 1 and 6 after direct-

aging or reprocessing to the T8 temper. Triplicate tensile specimens were tested for each condition and

orientation. In addition to the back-to-back extensometers, back-to-back strain gages were applied to two
axial and two circumferential specimens from direct-aged cylinder 1, and to two axial specimens from

reprocessed cylinder 6 for validation of the elastic portion of the extensometer data, as described

previously.
The fracture toughness of cylinder 1 was evaluated in both the direct-aged and reprocessed

conditions using compact tension (CT) specimens, oriented such that the specimen was loaded in the axial

direction with crack propagation in the circumferential direction (AC orientation). The CT specimens
were 2.0 inches wide and 0.20 inches thick after machining to produce parallel specimen surfaces. (It was

not possible to obtain CT specimens from cylinder 6 due to the residual waviness of the blanks.) Fracture
toughness was determined by the J-integral method in accordance with ASTM E1152-87 with physical

crack length determined by the potential drop method [16]. The resulting J-R curves were converted to

K-R curves using the relation:

K1= [(J x E)/(1-1)2)] 1/2

where J is the J-integral value, E is Young's Modulus, and a0is Poisson's ratio [17]. Initiation toughness
was estimated from J_cin accordance with E813-89 for each condition [18]. Kjic values were then

calculated from J_. Crack growth resistance was defined in this study as the K value at 0.15 inches of
physical crack extension, K0.,5.

4. Results and Discussion

4.1. 2195 Shear Formed Cylinders

Macroscopic examination revealed surface cracks through the oxide layer on the inner surfaces of

the 2195 cylinder segments. The cracks were aligned with the circumferential direction and were



probablytheresultof inadequatelubricationduringtheshearformingprocess.Theywereeasilyground
outanddidnotaffectmetallographicor textureresults.

4.1.1. Microstructure. Examination of anodized samples of the 2195-T4 material indicated a

partially recrystallized grain structure. Grains without substructure were interpreted as recrystallized
grains. For cylinder D, which experienced the least amount of shear-forming strain, the grain structure

was generally homogeneous through the thickness of the material. Elongated grains, with and without

substructure, were interspersed with larger, less elongated, recrystallized grains, as seen in the
midthickness triplanar view shown in Figure 4. Deformation bands were visible for cylinders D and A, as

exemplified by those on the AC plane of cylinder D shown in Figure 4. In Figure 5, rows of grains

oriented nearly 45 ° to the circumferential direction were observed near the outer surface of the cylinder.

Numerous large, recrystallized grains on the AC plane are also elongated approximately 45 ° to the
circumferential direction. These effects may have resulted from the mutually perpendicular deformation

axes inherent to shear forming (axial extrusion superimposed upon circumferential rolling).

The grain structure of cylinders A and C was less homogeneous through the thickness than that of
cylinder D. As shown in Figure 6, this inhomogeneity was most pronounced for cylinder C, which had

experienced the greatest amount of shear-forming strain. While recrystallized areas were visible

throughout the material, the outer surface region contained a smaller fraction of recrystallized grains; the
inner region appeared to be more recrystallized with fine, equiaxed grains. The grain size tended to

become more refined toward the inner surface regions. Large recrystallized grains were visible

throughout the thickness.
The observation that the inner regions of the cylinders tended to show more recrystallization than

the outer regions at larger shear-forming strains suggests that the deformation was concentrated at the

inner portion of the cylinders during shear forming. This would increase the driving force for
recrystallization in that area during subsequent solution heat treatment, resulting in a higher degree of

recrystallization for the inner region of the cylinder (and thus a refined microstructure) relative to the

outer region. After the material was resolutionized, stretched, and aged to the T8 temper, the grain
structure remained largely unchanged.

4.1.2. Texture. The reader is referred to [14] and [19-20] for general discussions of texture and

ODF's. There were four objectives for the texture analysis. The first was to investigate the texture in

general, and to determine whether it was uniform through the thickness of the material. The second was
to determine whether the texture characteristics were symmetrical about the midplane. The third was to

determine the effect of increasing shear-forming strain on the texture and its intensity. The fourth was to

determine whether the texture could be correlated with the mechanical property data.
The shear forming process involves a mixture of circumferential rolling and axial (longitudinal)

extrusion. Consequently, it was difficult to define the principal deformation direction for the texture

analysis. After some initial tests, it was concluded that meaningful data could only be obtained if the
axial direction was defined as the principal deformation axis. By choosing the axial direction as the

reference axis, rolling- and extrusion-type texture fibers and components could be identified in the ODF

plots. The fact that FCC deformation texture features appeared for data referenced to the axial direction,
but not for the circumferential direction, indicated that the dominant material deformation axis was

parallel to the axial direction for the shear-forming process, even though the effective rolling direction
was parallel to the circumferential direction. Additional analyses showed that there was no appreciable

change in the texture after processing the T4 cylinders to the T8 temper. Therefore, texture data is only

presented for the T4 material.
Texture data can be described in terms of texture fibers or specific texture components. The

former proved to be the most useful in describing the overall texture characteristics for the shear formed

cylinders. For relatively high levels of shear-forming strain (e=l.6), the nature of the texture is best
described as a deformation fiber texture which varied in orientation and intensity.



Theorientationof thefibervariedthroughthethicknessandwasnotsymmetricalaboutthe
midplane.Forhighlevelsof shear-formingstrain(cylinderC,e=l.61),Figure7 showsthatneartheouter
surface(t/8)thetexturemostcloselyresembledarolling-typefiber,similartoa[3or {hkl}<112>fiber
(originatingattheBscomponent).Neartheinnersurface(the7t/8location,showninFigure8),thefiber
wasclosertoacross-rolledorientationwith {hkl}<322>(originatingattheX-Rcomponent).At the
midplane(Figure9),thefiberhadanorientationintermediatebetweenthecross-rolledandextruded
orientations(Exl),thelatterhaving{hkl}<l 11>.Thefiberwasnevercenteredontheextrusionfiber
location.It canbeseenthatthedeformationfiberisnotwelldefinedfor lowlevelsof shearforming
strain(e=0.69,Figure10)butis stronglydefinedforhigherlevels(_=1.61,Figure8a).Theoverall
textureintensitytendedtobehighestatthe7t/8locationregardlessof levelof shearformingstrain.

Previousworksuggeststhatyieldstrengthis theonlymechanicalpropertywhichcanbe
correlatedwithtexture[21]. Forthe2195shearformedcylinders,themidthicknessaxial(longitudinal)
yieldstrengthwasgreaterthanthecircumferential(transverse)yieldstrength,similarto2195rolled
productsandthicksectionextrusions[22]. (TheyieldstrengthsareshowninTable6andwill be
discussedin thenextsection.)Theaxial/circumferentialyieldstrengthdifferentialincreasedwithoverall
textureintensity,i.e.,theyieldstrengthanisotropyincreasedwithshear-formingstrain.

4.1.3. Tensile properties. A summary of the tensile behavior of the 2195-T8 shear formed

cylinders is shown in Table 6. Results are presented for each cylinder in both the axial (A) and
circumferential (C) orientations.

Table 6. Tensile Properties for 2195-T8 Shear Formed Cylinders.

% Elongation
Cylinder e Orientation E (Msi) YS (ksi) UTS (ksi) (Fiducial

Marks)
D 0.69 A 10.7 56.6 72.3 24.6

C 10.8 51.7 68.6 27.3
A 1.10 A 10.9 70.7 79.4 18.9

C 10.8 60.9 69.6 24.4
C 1.61 A 11.0 71.8 79.9 18.8

C 10.8 61.5 73.2 22.7

The elastic modulus remained essentially constant regardless of orientation or level of shear-
forming strain, averaging 10.8 Msi. The effect of shear-forming strain on the yield and ultimate tensile

strengths (YS and UTS, respectively) for the 2195-T8 cylinders is shown in Figure 11 for both the axial

and circumferential orientations. Typical strength properties for 2195-T8 plate (SLWT composition) are
shown for comparison [5]. Both the axial and circumferential yield and tensile strengths increased with

shear-forming strain. This effect was likely due to the increasing level of cold work as shear-forming

strain increased. At high shear-forming strain levels, the axial strengths were comparable to 2195-T8
plate from the SLWT program, but the circumferential strengths were substantially less. The anisotropy

increased with increasing shear-forming strain and was associated with increased texture intensity. The
lower circumferential strength values for the shear formed cylinders compared with the 2195-T8 plate

properties may have been due to slight differences in composition and an unoptimized thermomechanical

processing schedule. The 2195 shear formed cylinders are a slightly different composition than the

SLWT 2195 as shown in Table 1, and the heat treatment applied to the cylinders was developed for plate
and sheet products and may not result in optimal mechanical properties when applied to shear formed

products.

Elongation determined from fiducial mark analysis is plotted as a function of shear-forming strain
in Figure 12 for the 2195-T8 cylinders. The data show that elongation varied inversely with shear-



formingstrainaswouldbeexpectedfromthestrengthvalues.Theductilitiesexceeded18%for all
conditions.Forthecircumferentialorientation,ductilityrangedfrom27%atthelowestlevelof shear-
formingstrainto23%atthehighest.Thelowcircumferentialstrengths(comparedwithSLWTmaterial
andthehighductilityexhibitedbytheshearformedcylindersmayindicatethattheprescribedT8 heat
treatment,derivedfor 2195plateandsheetproducts,mayneedadjustmenttooptimizethe
strength/ductilitycombinationfor shearformedproducts.

4.2. C415 Shear Formed Cylinders

4.2.1. Microstructure. Triplanar images of the grain structure of C415-T3 cylinder 1 at the 0 °

position and depths of t/8 and 7t/8 are shown in Figure 13. The grain structure of cylinder 1 at 45 ° was

very similar to the 0 ° position. Overall, C415-T3 cylinder 1 exhibited a recrystallized grain structure with

clusters of fine grains interspersed with coarse grains. Isolated areas of fine grains were concentrated

toward the outer half of the cylinder. Band-like rows of grains aligned approximately 45 ° to the axial

direction were occasionally observed on the AC planes. In general, the grain structure became coarser
and more elongated with increasing depth below the outer cylinder surface.

A through-thickness AR section from cylinder 6 (T3) is shown in Figure 14. The grain structure

appeared to be recrystallized and non-uniform and exhibited a marked transition from a fine, equiaxed
structure for approximately the outer half of the cylinder to a coarse, elongated structure for the inner half.

The transition from fine to coarse grains occurred near midthickness. Cylinders 4 and 3, which had

intermediate strain levels, had microstructures similar to cylinder 6. (Cylinder 5 was not characterized
since it had the same processing history as cylinder 1.)

It was concluded that the microstructure seen in cylinder 6 evolved gradually from that of

cylinder 1 as shear-forming strain increased due to grain refinement. The grain structure transition
observed for cylinders 4, 3, and 6 probably resulted from refinement of the microstructure of the outer

half of the cylinder due to concentration of deformation there during the mandrel shear forming process,

and not from the application of some critical level of shear-forming strain to the material in general.
During the subsequent solution heat treatment, the outer region of the cylinder would then be more prone

to recrystallization, resulting in increased grain refinement in that area.

4.2.2 Texture. The objectives of the texture analysis included determination of the general

texture characteristics and their uniformity and degree of symmetry through the thickness of the material.
The effect of shear-forming strain on the texture and the correlation between the texture and the tensile

properties were also to be determined.

Since deformation as well as recystallization components were observed, the discussion will
focus on deformation fibers and individual recrystallization components. Overall, the texture of the C415

cylinders was weak, with maximum intensities less than six times random. The texture was independent

of angular location (0 ° or 45 ° as shown in Figure 2). The overall texture varied through the thickness and
was not symmetrical about the midplane.

The texture of cylinder 1 (e=0.71) was extremely weak, as represented by the midthickness ODF
shown in Figure 15. A deformation fiber-type texture developed as shear-forming strain increased to that

of cylinder 6 (e=1.88). For cylinder 6, the orientation and intensity of the deformation fiber were not
constant through the thickness. The orientation and intensity of the fiber were also not symmetrical about

the midplane. From near the outer surface (t/8, Figure 16) to the midthickness (t/2, Figure 17), the fiber

was oriented between rolled (Bs) and cross-rolled (X-R) orientations as shown in Figures 16b and 17b,
respectively. Near the inner surface (7t/8, Figure 18), the fiber was closer to a cross-rolled orientation.

The definition and intensity of the deformation fiber was highest near the inner surface.

As seen from Figures 16b-18b, the Bs component was detected at all depths studied for cylinder
6, though some splitting of the intensity field is noted such that the concentrations straddled the ideal Bs

orientation, indicated by the dot marked "Rolled (Bs)" in the figures. The angle of splitting increased



from0° att/8,to 14° and18° att/2and7t/8,respectively.Thisanglerepresentsrotationabouttheaxial
directionof thecylinder.Sincethisdatawasobtainedpriorto flatteningthecylinders,thetexturewas
sampledonaplanarsectionthroughthecurvedcylinderwall,causinganapparentsplittingof the
intensityfieldsabouttheidealBslocation.Theincreasein theangleof splittingfromt/8 (neartheouter
surface)to7t/8(neartheinnersurface)is likelyduetotheincreasingradiusof curvatureof thecylinder
wallasit is traversedfromtheouterto theinnersurfaces.

Asmentioned,somerecrystallizationcomponentswereobservedfor theC415cylinders,notably
CubeandvariousRotatedCubecomponents(RCRDorRCTD). Thesecomponentsareindicatedfor
cylinder6att/8,t/2,and7t/8inFigure19. (ThecorrespondingcompleteODF'sanddeformationfibers
wereshownin Figures16-18.)A weakCubecomponentcanalsobeseenfor cylinder1inFigure15as
concentratedintensityin thecornersof thed)2=0sectionattheupperleftof thefigure.

Theflatteningproceduredidnotsignificantlyalterthetexture.Theweaknessofthetexturefor
theC415cylinderscorrelateswellwiththerelativelyisotropicyieldstrength.(Theyieldstrengthsare
shownin Table7andwill bediscussedin thenextsection.)

4.2.3. Mechanical properties. An overview of the tensile behavior of both the direct-aged and

reprocessed C415-T8 shear-formed cylinders is shown in Tables 7 and 8. Data is presented for both the
axial (A) and circumferential (C) orientations. Table 7 also includes data for C415-T8 0.090-in.-thick

sheet in the longitudinal (L) and transverse (T) orientations for comparison [23]. Figures 20 a) and b)

show the effect of shear-forming strain on yield strength (YS) and ultimate tensile strength (UTS) for the

direct-aged and reprocessed cylinders, respectively. In both figures, average yield and ultimate strengths
for the C415-T8 sheet are shown as dotted lines for comparison.

Table 7 shows that the elastic modulus remained nearly constant regardless of aging procedure,

level of shear-forming strain, or specimen orientation. It can also be seen that overall, the direct-aged T8
material had higher yield and tensile strengths than the reprocessed material. This effect was generally

seen regardless of the level of shear-forming strain or specimen orientation, although it was most

pronounced for the axial specimen orientation at lower shear-forming strain.
For the direct-aged material (Figure 20a), axial strengths exceeded the corresponding

circumferential strengths, while the opposite trend was seen for the reprocessed material (Figure 20b).

The level of anisotropy was generally less than 3%, which would be expected given the weak texture. In
general, the yield and ultimate strengths decreased slightly with increasing shear-forming strain for both

material conditions. Yield and ultimate strengths for all material conditions and orientations tested were
within 5% of the values for C415 sheet.

The ductility as indicated by the extensometers exceeded the 15% operating strain range for

cylinder 1 in both the direct-aged and reprocessed conditions. The fiducial marks analysis (of only one
sample per condition) indicated ~27% elongation for the axial orientation for both the direct-aged and

reprocessed conditions, and 21-23% for the circumferential orientations.

Data for cylinder 6 from both the extensometers and fiducial marks indicated extensions of

approximately 10-11% for the direct-aged material and ~13-16% for the reprocessed material, with axial
ductility normally exceeding circumferential ductility. Comparing cylinders 1 and 6, the elongation

showed a significant decrease with increasing level of shear-forming strain, as seen in Table 8 and Figure
21.
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Table 7. Tensile Properties for C415-T8 Shear Formed Cylinders and 0.090-inch Sheet.

Cylinder e

1 0.71

6 1.88

Sheet [23]

Orien-
tation.

A

C

A

C

L

Direct

Aged
10.7

10.5

10.3

10.5

E (Msi)

Reprocessed

10.5

10.6

10.4

10.2

Yield Strength (ksi)
Direct

Aged
75.1

73.9

73.8

Reprocessed

69.2

73.2

70.2

72.1

73.3

Ultimate Strength (ksi)
Direct

Aged
80.7

80.1

76.1

71.7

78.6

77.6

T 70.8 77.2

Reprocessed

77.1

78.7

76.8

76.8

Table 8. Ductility for C415-T8 Shear Formed Cylinders.

Cylinder e

1 0.71

6 1.88

% Elongation
(0.3-in. Extensometers)

% Elongation
(0.5-in. Fiducial Marks)

Orien- Direct Reprocessed Direct Reprocessed
tation. Aged Aged

A >15 >15 27.8 27.1

C >15 >15 20.7 23.4

A no data 12.9 11.8 16.5

C 9.5 14.4 11.3 14.5

Complete K-R curves are shown in Figure 22 for the duplicate CT specimens from cylinder 1

tested in each condition. Higher overall toughness was achieved for material in the reprocessed

condition, as evidenced by the higher K-R curves, compared with direct-aged material. The divergence

observed in the K-R curves for the reprocessed material is likely due to crack path variations. In all

specimens tested, a fully slant fracture (either single or double shear lips) developed after about 0.15

inches of physical crack extension. When a single shear lip occurred the crack advanced nominally along

the specimen centerline (i.e., in the circumferential direction for the AC specimen). However, when

double shear lips developed, crack turning was observed and crack growth moved toward the axial

direction. The lower curve is associated with crack growth in the circumferential direction, and the higher

curve is associated with crack turning. Crack turning occurred in both of the direct-aged specimens. The

crack growth resistance parameter, K0.15, was selected because after 0.15 inches of physical crack

extension the crack front was in fully plane stress conditions in all specimens.

A summary of fracture toughness values is provided in Table 9 for both material conditions.

Values for initiation toughness, Kjic, agreed within 5% for both the direct-aged and reprocessed material.

However, crack growth resistance, as indicated by K0.15, was higher on average by about 20% for the

reprocessed material, which was consistent with the trend of lower yield strength for that condition.
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Table9. FractureToughnessValuesforC415Cylinder1.

Condition Specimen KjI c Ko. 15in

Direct-Aged

Reprocessed

33.7 76.8

2 34.1 77.7

Avg. 33.9

32.3

77.3

Avg.

81.4

2 39.0 95.2

35.7 88.3

5. Conclusions

The deformation process during shear forming can best be described as a mixture of rolling and

extrusion. This work revealed that texture characteristics were most readily interpreted when the

axial direction was assumed to be the principal deformation axis. The reference direction is

significant in that it is perpendicular to the actual rolling direction.

The remaining conclusions are best presented by separating the 2195 and C415 results:

The microstructure of the 2195 shear formed cylinders produced by the counter-roller method was

partially recrystallized. It consisted of elongated recrystallized grains interspersed with areas of high

substructure content and deformation bands. The grain size became more refined and increasingly

inhomogeneous with increasing shear-forming strain. The through-thickness microstructural

gradients suggest that deformation was concentrated at the inner surface of the cylinders during the

shear forming process.

The texture of the 2195 shear formed cylinders was dominated by a rolling-type deformation fiber,

which varied in intensity both through-thickness and with increasing shear forming strain. The

orientation of the fiber also varied through-thickness, transitioning from a [3-type fiber (near the outer

surface), to a cross-rolled fiber (at the mid-plane) and finally to an orientation close to an extrusion

fiber (near the inner surface). The intensity of the fiber increased with increasing shear-forming
strain and from the outer surface inward.

The tensile properties of the 2195-T8 shear formed cylinders were lower than the typical values

reported for SLWT 2195-T8 plate materials. The tensile strengths increased and ductility decreased

with increasing shear forming strain. The yield strength was anisotropic, being higher in the axial

than the circumferential direction. In combination with the texture data, this is consistent with the

mechanical behavior of 2195 rolled product and thick-section extrusions. Yield strength anisotropy

was also observed to increase with shear-forming strain.

The microstructure of the C415 shear formed cylinders produced by the mandrel method was mostly

recrystallized. For low levels of shear-forming strain, the grain structure was homogeneous through-

thickness. However, as the shear-forming strain increased, the grain structure developed into a fine-

grained layer between the midthickness and the outer surface, and a coarse-grained layer between the

midthickness and the inner surface. The layered effect was attributed to extensive grain refinement in

the outer region caused by a concentration of deformation there. Deformation was concentrated in

the outer region due to the application of the roller to the outer surface.

12



The texture of the C415 shear formed cylinders exhibited a rolling-type deformation fiber which

varied in orientation from a [3-type rolling fiber near the outer surface, to a cross-rolled fiber near the

inner surface for high levels of shear-forming strain. The fiber was between rolled and cross-rolled
orientations at the midthickness. The fiber was most intense and well-defined near the inner surface.

Some recrystallization texture was also observed, mainly Cube and various Rotated Cube

components.

The tensile strengths of the C415 shear formed cylinders were fairly isotropic, consistent with the
weak texture. The tensile strengths were relatively insensitive to shear-forming strain level or T8

procedure (direct-aged or reprocessed) and compared favorably with 0.090-inch-thick C415-T8 sheet

for all conditions. The ductility was relatively constant with T8 procedure but decreased with
increasing shear-forming strain. Initiation toughness was not sensitive to T8 procedure, but crack

growth resistance was higher for the reprocessed material.
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Figure 1. Diagram of shear forming processes [3].
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Figure 2. Depth locations for shear

formed cylinders. In addition, angular
locations are shown relative to final

stretcher positions; these apply to C415

cylinders only.

Figure 3. Cylinder coordinate system showing

(A)xial, (R)adial, and (C)ircumferential axes.
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Figure 4. 2195-T4 shear formed cylinder D (e=0.69) at midthickness.
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Figure 5. 2195-T4 shear formed cylinder D (e=0.69) at t/8.
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Figure 6a. 2195-T4 shear formed cylinder C (e=l.61) from outer diameter (top) to

midthickness (near bottom).
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Figure 6b. 2195-T4 shear formed cylinder C (e=l.61) from midthickness (top) to

inner diameter (bottom).

20



_sL __-_ _ _z

1_-.-_/.s \

m

<0

Phil

Phi

27-0¢t-1998

T95ARCT8

NANUAL

1 88

2 88

3 88

4 88

5 88

6 88

a) Complete ODF

0

18

28

38

40

58

68

78

98
Ph
98

b) _2=0 section

Figure 7. ODF for 2195-T4 cylinder C (e=l.61) at t/8.

21



?5

!9° Phil

Phi

15-0ct-1998
T95ARCT?

MANUAL
1.80

2.81]

3.88

4.08

5.88

7.88

8.81_

9.88

a) Complete ODF

8

10

28

38

48

58

68

88
Phil
98 /

T95AnCT? .ODF
Phi2 8

18 28 38 48 58 68 ?8 88Ph

1-AUS-2808

b) _2=0 section

1

MANUAL

1.88

2 .B8

3.88

4.81]

5.08

6 ,I]1]

? ,88

8.88

9.81]

Figure 8. ODF for 2195-T4 cylinder C (e=l.61) at 7t/8.

22



75 Q_..)

__Zz

Czz_

88 Q__)v

G

15 Q._v

1__3v

65 _..) _..a

_2zzz_

98 Q.._v

°

?8 Q._ _-_

\
Phil

Phi

I-Rui-2888
L95fllCT2

HflNUAL

1 88

2 88

3 88

4 88

5 88

6 88

?,88

8.88

a) Complete ODF

8

18

2t

38

48

58

68

?8

88
Ph
98

8 18 28 38 48 58 6B 78 88Phil

L95AIC?2.0DF
Phi2 8

MnHUAL
1.88

2,88

3,88

4,88

5,88

6,88

7.81

1-Aui-2888 8.88

b) _2=0 section

Figure 9. ODF for 2195-T4 cylinder C (e=l.61) at t/2

23



T95nRDT7

Figure 10. ODE for 2195-T4 cylinder D (e=0.69) at 7t/8.
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shear formed cylinders in both the axial (A) and circumferential (C) orientations.
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Figure 13. C415-T3shearformedcylinder 1(e=0.72)at0 °.
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Figure13. C415-T3shearformedcylinder1(e=0.72)at 0 ° (continued).
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Figure 20. Effect of shear-forming strain on yield strength (YS) and ultimate tensile strength

(UTS) for C415-T8 shear formed cylinders in both the axial (A) and circumferential (C)

orientations, compared with 0.090" C415-T8 sheet [23].
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Figure 21. Effect of shear-forming strain on ductility for C415-T8 shear formed cylinders in

both the axial (A) and circumferential (C) orientations. The elongation was determined using

fiducial marks.
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